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For Mono Canopy Types

Positioning & Fixing Brackets

LEVEL

1.1 Determine the canopy height: this can be level 
with the door head, above the door head, etc. 
The width is based on the canopy dimensions.

1.2 Pre-drill the brackets, then clearly mark the 
location of the first bracket onto the wall to 
prepare for drilling.

1.3 Remove the bracket and drill the indicated holes 
using an 6mm drill bit.

1.4 Use 100mm concrete fixings to securely attach 
the first bracket, and finish with cap covers.

1.5 Align the second bracket with the first. Drill and 
secure it in place as previously completed.

1.6 Ensure that all fixings are completely tightened 
in preparation for the canopy installation.

Fitting guide is suitable for solid brickwork & 7KN Blockwork 
IMPORTANT NOTE

Recommended Fixings:
7.5mm x 100mm Concrete Screws
5mm x 50mm Wood Screws
Hinged Screw Caps
Rawlplugs

Required Tools:
Various Drill Bit Sizes
Silicone Sealant
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2.1 Remove coloured roof from the canopy base. 2.4 Use 100mm concrete fixings and screw caps. 
Packers may be needed to ensure the canopy 
is level against the wall, which are not included.

2.2 Place the canopy base only onto the gallows, 
ensuring the canopy is level and centralised 
on the gallows.

2.3 Mark, drill, and fix through the steel plate fixing 
locations in the rear of the canopy base.

2.5 Drill a pilot hole underneath the gallows and 
into the canopy base. Repeat this on both sides.

2.6
the provided screw caps.

For Mono Canopy Types

Positioning & Fixing The Canopy Base
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Regular cleaning & maintenance is essential to maintain a 
canopies gloss and usability for a long period. This should be 

harsher environments, such as maritime or industrial environments, 
may need to be cleaned more often.

Cleaning is done with a soft cloth and warm soapy water, this is 
suitable for light dirt, fingerprints, and any airborne residue.

AVOID any type of abrasive or aggressive cleaning, such as 
bleach, alcohol, scouring pads, steel wool or wire brushes to 
clean any part of the canopy.

3.1 Carefully position and slide the roof section 
into place on the canopy base.

3.4 Secure the roof through the drilled holes in the 
brick, using wall plugs if necessary, and the 
provided screw caps.

3.2 Mark and drill evenly through the roof upstand. 
Ideally targeting the centers of the bricks.

3.3 To prevent water migration, apply clear silicone 
sealant to the reverse side of the upstand prior 
to fixing.

3.5 Apply a bead of silicone sealant along the top of 
the roof upstand. This is essential, as neglecting 
it can lead to water ingress inside the base.

For Mono Canopy Types

Positioning & Fixing The Roof
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